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Autonomous Data Acquisition using the ACTEL 1020 FPGA 
Ron Novick 
EDO/Barnes Engineering Division, Shelton, CT 06484 
ABSTRACT 
The Actel 1020 Field Programmable Gate Array (FPGA) is a low power CMOS device 
equivalent to 2000 logic gates. It is a one-time programmable device utilizing non-volatile 
PLICETM anti-fuse programming. The 2-micron, two level metal CMOS process has been 
tested Rad Hard to 400K Rad total dose Si making it suitable for space applications. In the 
Barnes Dual Cone Scanner Earth Horizon Sensor, it has been used (with an AID converter) to 
autonomously sample radiance data and store it in pseudo-dual port memory. The Actel chip 
is also used to control bus access to the memory. The Barnes implementation replaces many 
discrete logic components and frees up processor time by putting the data in memory 
autonomously. This architecture is applicable to any system requiring low power data 
acquisition in a minimum amount of board space. 
INTRODUCTION 
The process of data acquisition involves the represen-
tation of a continually varying signal by discrete 
digitized samples. These samples must be made avail-
able to a signal processor; the data often must also be 
referenced to either time or some other discrete event. 
The simplest implementation of data acquisition is to 
program the processor itself to make use of a clock or 
event driven interrupt to initiate the data sampling, wait 
for the conversion to complete, and store the data. A 
separate reference such as time might be stored with 
the data to 'tag' it, and/or the location where the data is 
stored might be used to represent a time or other 
reference. 
This implementation requires only the processor, a 
Sample and Hold and AID converter and data memory 
(RAM). Although this is the most efficient real estate 
solution, it may represent an unacceptable burden to 
the processor. The AID data output time is generally 
slower than the bus cycle time of the processor and 
requires the processor to add additional wait states 
when fetching data. Also, since the AID converter is 
generally mapped as an I/O device, the processor must 
perform an I/O read and then a memory write. For some 
processors, (particularly the Mil Std 1750), an I/O 
cycle is significantly slower than a memory cycle. 
When the processor requires an interrupt to initiate the 
data sampling, the overhead software to do the inter-
rupt handling must also be executed. 
For a 1750 processor operating at 20MHz clock speed, 
each data sample could take as much as 10 microsec-
onds of processor time for doing nothing but reading 
and storing one data sample. In contrast, if the data 
acquisition is performed independent of the processor, 
the processor requires only 200 nanoseconds to read 
the data sample from memory. For a 20 KHz sampling 
rate, at least 20% of the processor's throughput would 
be spent acquiring data. To read the data directly from 
memory would only require .4% of the processor's 
throughput. 
If the data could be sampled and stored independent of 
the processor, the data acquisition processing time 
could be used more effectively for signal processing or 
control. A single Actel 1020 chip can be used to 
perform the data acquisition function and allow the 
processor to read the data directly from memory in 
segments rather than one sample at a time. This paper 
describes a design for the Actel FPGA including all of 
the timing, logic and register functions needed to 
perform data acquisition autonomously. 
The Barnes Model 1350 Dual Cone Scanner with Sun 
Fans utilizes this technique. It is a scanning Earth 
Sensor with two 2.5 degree circular fields of view at 
different pointing angles relative to the scan axis. It 
also utilizes a visible light detector with a scanning V-
slit field of view to detect the sun and the moon. Both 
the visible and IR channels are sampled at 4 kHz each, 
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alternately using the same AID. A 1750 microproces-
sor on a VME Space Bus is used to process the signals 
to detect the angular position of the Earth, moon or sun 
in each of the channels, with respect to the sensor 
reference axes. This system is sighted as an example 
for the application of Autonomous Data Acquisition 
throughout this paper. 
REQUIREMENTS OF AUTONOMOUS 
DATA ACQUISITION 
Sample and Hold 
For high accuracy requirements and/or slow AID con-
verters, the signal waveform must be sampled at an 
instant in time. That value must be held by the Sample 
and Hold device until the conversion process is com-
pleted. The time instant in which the signal is sampled 
is often required by the signal processor as welL The 
Sample and Hold device must be triggered to hold the 
sample before the AID conversion is started to allow 
time for the output to stabilize. The device must then be 
held in the Hold state until the conversion is completed. 
The Actel chip must provide the Sample and Hold 
strobe and generate the timing to activate the strobe 
prior to conversion and hold it until conversion is 
complete. 
AID Conversion 
The AID Converter is the device which takes the DC 
level of the Sample and Hold device and generates a 
digital binary value proportional to the magnitude of 
the held signaL By sampling at a minimum of twice the 
highest frequency component of the signal, the original 
signal can be reconstructed from the array of samples 
according to the Nyquist sample criteria. 
The AID device must be triggered to begin conversion. 
Typically, it will signal when the conversion is com-
pleted and must then be interrogated to output the value 
before the next conversion is staIted. A Select line and 
a Read/Convert line are typically used to command the 
AID to begin conversion, output data on its tri-state 
data lines or remain idle. 
DMA Controller 
The data must be read from the A/D device and stored 
in memory. Memory storage can be accomplished 
either by a microprocessor or a Direct Memory Access 
(DMA) controller. Both require the ability to generate 
the correct address on the memory address bus and 
generate the memory select and memory write strobes 
and their proper timing. This paper will describe the 
implementation of a DMA Controller in the Actel 
1020. 
Local Data Bus Arbitration 
If the data storage is accomplished using a DMA 
device rather than the microprocessor, a system must 
be incorporated to arbitrate the control of the data and 
address bus between the DMA device and other de-
vices requiring access to the bus. There are many 
different types of arbitration schemes; the type chosen 
must optimize use of the bus between the different 
masters. 
For the Barnes Dual Cone Scanner, the Data Acquisi-
tion and 15531/0 are handled on the same VME Slave 
board. The Bus Arbiter must arbitrate requests for the 
data bus between the VME Slave, the 15531/0 device 
and the DMA controller (for data acquisition). 
The 1553 and data acquisition subsystem only required 
single word transfers on the bus at periodic intervals 
and therefore were given priority over the VME Slave, 
which could monopolize the bus indefinitely. The 
1553 device had top priority due to the strict timing 
requirements necessary to adhere to Mil-Std. 1553. 
The data acquisition rate was 8 kHz and only required 
that the data be stored before starting the next conver-
sion. Therefore, the arbitration scheme chosen was 
fixed priority. The arbiter's job, therefore, is to chose 
who requesting the bus has highest priority at any given 
time. Upon completion of every bus cycle, the arbiter 
must check if a higher priority request came in. If no 
request is present, the arbiter defaults to the VME Bus 
so that any request by the VME Bus will not have to 
wait for the arbiter to grant it the bus (provided a prior 
request is not in process). The Bus Arbiter requires a 
Bus Req uest and a B us Grant I ine for each of the 3 Bus 
Masters. 
Sample Reference Tag 
The data sample itself is often meaningless without 
knowledge of where the sample was taken so that the 
entire waveform can be properly reconstructed. Time 
or sample number is often the parameter used to tag the 
data. Using the sample number requires that the sam-
pling occur at fixed time intervals. This then becomes 
a very simple implementation if each data sample is 
stored in consecutive memory locations. However, this 
is not always enough. Often, the data must also be 
referenced to an external event. 
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In the case of the Barnes Dual Cone Scanner, the 
digitized radiance data had to be correlated to the 
instantaneous angular position of the scanning head. 
An optical encoder sends an encoded reference pulse 
every 5 degrees of scan rotation. The pulse is decoded 
to detect the 0 degree phase reference once per scan 
revolution. Each 5 degree increment defines a process-
ing segment for the processor to read and process all 
acquired data during that 5 degrees. The Actel chip 
provides 2 registers to reference the data to the scan 
angle. One register holds the last memory address 
offset for that 5 degree data set and a time reference of 
that last sample to the encoder pulse. The second 
register holds the time from the previous 5 degree 
encoder pulse to the last one. Since the data samples are 
taken at regular time intervals, each data point can be 
correlated to a scan phase angle. 
ACTEL 1020 IMPLEMENTATION 
Clock/Timing Generation 
One advantage of using a programmable gate array 
is the ability to divide a clock by any integer to 
derive lower clock frequencies. These other clocks 
are generated as pulses, like the carry output of a 
counter, and used as clock enables. The clock en-
able pulses effectivel y gate the master clock logicall y 
while utilizing the edge timing of the master clock. 
The key to avoiding timing problems in an Actel 
implementation is using the clock distribution network 
for all synchronous logic. In any synchronous design, 
clock skew must be less than the gate delay in order to 
insure that no component is clocked after its input has 
already changed state. In the Actel 1020, as well as 
most programmable gate arrays, propagation delays 
are often longer than gate delays. The Actel 1020 
architecture has one clock distribution network (mas-
ter clock) with unlimited fanout and a clock balancing 
feature designed to minimize clock skew. 
Wherever possible, timing signals used in synchro-
nous functions should be generated as a clock enable 
pulse whose width is the same as the clock cycle. Using 
this clock enable with the master clock ensures that all 
synchronous circuits will be clocked with a minimum 
of skew. The timing signals generated for autonomous 
data acquisition are: 
12 MHZ CLOCK 
6 MHZ MASTER CLOCK 
2 MHZ CLOCK ENABLE 
TRACKlHOLD 
AID SAMPLE 
CONVERT AID 
READ TIMING PHASE 
REFERENCE PULSE 
Clock and Clock Enable Signals 
The 12MHz Clock Oscillator frequency was initially 
going to be used as the master clock. However, after 
simulating the initial design, it was apparent that some 
of the multi-level logic had delays equal to or greater 
than the clock period (83 nanoseconds). This would 
result in unacceptable race 
Fr~ Malar Encoder 
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conditions so a compromise 
was made. The 12MHzclock 
was divided by 2 and re-
routed to the master clock to 
be used for all functions. The 
12MHz clock was retained 
for limited use only where 
the high clock speed was 
required for performance. 
I ACTEl1020 
FUNCTIONS 
U'I 
ANALOG 
SiGNAL StH 
COND... AMPUflER 
TlONING 
I AUTONOMOUS OAT A ACQUISITION 
In the Barnes Dual Cone Scannor 
11SOCPU 
3. 
The logic requiring the 
12MHzclockwaslimited to 
3 distinct functions all in-
volved in minimizing bus 
cycle time. The Bus Arbi-
tration function required fast 
switching for which 83nS 
was acceptable but 166nS 
was not. The VME Slave 
timing similarly could not 
afford the extra 83nS of slop, both for the 
local bus access and the system master 
CPU access time. Then the AID device 
required 200nSec for a Data Read, which 
could be obtained more precisely with 21/~ 
12MHz clock cycles (208nSec) than with 
11/2 - 6MHz clock cycles (250nSec). Each 
of these functions was limited to 3, 2 and 5 
flip flops respectively. By buffering the 12 
MHz clock for each function, it was pos-
sible to better control the clock skew related 
to each function. (Clock skew between the 
functions was not important). Each of these buffered 
clock nets was declared critical for the automatic place 
and route and then timing was checked after place and 
route to check for race conditions. 
Two MHz was the required timing resolution for the 
system. Therefore, a 2MHz pulse of one clock cycle 
duration was generated as a clock enable for the time 
reference counters. It is also used for other clock 
divider networks. 
Track/Hold Logic 
The TrackIHold and AID Sample Convert logic is 
shown below. 
The 2MHz. Clock Enable signal is di vided by 5, 10 and 
5 again to produce the 8 kHz sampling rate used in this 
system. The TrackIHold signal is applied at the same 
time the AID converter is commanded to convert. This 
was acceptable because this AID device required 
lOOnSec before it began converting, allowing time for 
the Track and Hold signal to settle. The AID Convert 
command is reset after SOOnSec, while the TrackIHold 
signal is held active until the A/D End of Conversion 
AID TIMING 
signal is received. The AID convert is used directly as 
the AID chip select (AIDCE). 
AID Read Timing 
When the AID signals End of Conversion (AIDSTS), 
a request is generated to the Bus Arbiterto grantthe bus 
to the AID device and initiate aDMA cycle to store the 
data. Once this is granted by the Bus Arbiter, the AID 
Read Timing generates the 200nSec delay necessary 
for the AID to output the data (DV ALID) and triggers 
the DMA Controller to write the data to memory. The 
write strobe timing for the DMA Controller (AID END ) 
is also generated from this function so that the same 
buffered clock is used to guarantee the proper timing. 
Phase Reference Pulse 
The Phase Reference Pulse is a pulse of 1 clock cycle 
duration which generates a synchronous clock enable 
signal from the asynchronous motor encoder signal. 
This signal is the reference used by the counters for the 
time tag. Time is measured from this pulse to the time 
of the last sample and also to the time of the next pulse 
to correlate the sampled data to the scan phase angle. 
The motor encoder 
TRACK/HOLD AND AID CONVERT LOGIC 
signal is pulse width 
modulated and must 
be decoded to indi-
'-------= 
4. 
cate when the 0 
degree (once per rev ) 
index reference is 
crossed. One bit of 
one of the time tag 
registers is set when 
this event is decoded. 
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BUS ARBITRATION LOGIC 
1553 
BUSGRANf 
devices to be selected simulta-
neously, all bus cycles may not 
begin until one clock cycle after the 
bus is granted. All higher priority 
devices, will reset all lower priority 
devices (flip-flops) when the higher 
priority is granted the bus (the flip-
flop is clocked active). The timing 
is checked to verify that each de-
vice can clear the lower priority 
devices before the next 12 MHz 
clock tick in time to prevent it from 
accessing the bus. Even this fourth 
technique would not be sufficient 
alone without the other three. In 
addition, all output signals are 
double buffered to help maintain 
the shortest possible signal routes 
in the critical arbitration area. 
DATAACQ. 
BUS REQ. 
A/OSTS ""'-"2.'D~L..--4 
VME BUS REQ. 
Bus Arbitration 
The most difficult function to implement in the Actel 
chip was the Bus Arbi tration. If two or more asynchro-
nous devices requestthe bus simultaneousl y, the arbi ter 
must be capable of unambiguously selecting the high-
est priority requester and denying the others. The 
difficulty lies in that the combination of clock skew and 
propagation delay time make it difficult to unambigu-
ously select one and only one device at a time for the 
asynchronous requests. 
The logic circuit shown above accomplishes this by 
incorporating a variety of techniques. Each of the 3 
flip-flops (U301, U307 and U31O) represent the bus 
grant status for the three devices. First, lower priority 
requests are logically inhibited (at 
the 'D' input) by higher priority re-
quests. If there was no clock skew 
and no variation in propagation de-
lays, this alone might be sufficient, 
but this is not the case. Second, the 
12MHz clock is buffered for these 
three flip-flops and declared critical 
for place and route to try and achieve 
minimal clock skew. Third, the out-
puts of the three flip-flops are or'ed 
together (U304) and connected to the 
enable of each flip-flop so that if any 
one of the flip-flops is active (i.e., a 
device is granted the bus), they will 
all be disabled until that flip-flop is 
reset (i.e., the bus cycle is ended). 
Fourth, and most important, acknowl-
edging that it is still possible for two 
DATA ACQUlSITlON 
BUSGRANf 
VME BUS GRANT 
I had to run several iterations of place and route with 
different criticality assignments to guarantee the tim-
ing requirements specified above. This would have 
been made much easier if the development tools al-
lowed declarations of propagation delay limits. This is 
a capability being developed currently at Actel called 
"Timing Driven Placement. " 
DMA Controller 
The DMA Controller circuitry shown below consists 
of an 8 bit counter for the data acquisition address - tri-
state drivers for the address bus - Memory Write, Read, 
and Enable Strobe Control. The DMA segment offset 
address is a constant in this design, though it could be 
made programmable. 
DMA CONTROLLER LOGIC 
I!!OMHIt .... .._ ·_·wrr-
5. 
13 BIT 11,\fE TAG COUNTER 
~-r--~------~--------~ 
The data is stored in a 256 byte circular buffer starting 
at the DMA segment offset address. The counter is 
incremented at every sample conversion using the 
DMAINC clock enable. The tri-state drivers for the 
Address bus are easily implemented by the Actel I/O 
macro. 
The Memory Enable strobe (MEM_EN) is generated 
by a VME memory request, a 1553 
memory request or a Data Acquisition 
memory request. Of these, only the last 
requires controlling the Address Bus by 
the DMA Controller. The Memory En-
able is kept active for the duration of the 
Bus Cycle. 
route. Gate delays are also used to help 
balance the timing; this is generally not 
a good practice but may be employed 
when optimum speed must be achieved. 
VME Bus memory read times of 
185nSec are achievable using 55nSec 
memory chips assuming no higher pri-
ority bus cycles are in progress. This 
resul ts in a 2 wait state operation for the 
Barnes 20MHz 1750 processor. 
Data Correlation (TIME TAG) Registers 
A 13 bit counter is implemented as shown above. The 
counter is reset at every encoder phase reference pulse 
(5 degrees of scan rotation) and clocked at 2 MHz. The 
16 bit register shown below latches thelastvalueofthis 
counter before it is reset. 
16 BIT PRPI REGISTER 
The Write and Read strobes are gener-
ated for each of these by decoding the 
appropriate signals from the VME Bus 
and the 1553 device and generating the 
f:..OE'RP ....... __________________ ---' 
proper timing for the strobe. The read 
strobe timing is not critical and simply needs to be 
active for the duration of the bus cycle. 
The write cycle, however, requires the data be valid on 
the bus before the strobe is active and removal of the 
strobe before the end of the bus cycle. The 1553 device 
generates its own write strobe timing that is simply 
passed through, but for the VME bus, the VME slave 
controller generates the write strobe after the data 
transceivers are enabled (VME_EN2). It terminates it 
42 nSec prior to ending the bus 
cycle. The data has a chance to 
settle on the bus before strobing it 
into memory and held active for 
more than the minimum memory 
strobe time (35nSec). Timing had to 
be verified to guarantee that the 
Memory Enable occurred at least 
25nSec prior to the write strobe 
going active. This was helped by 
declaring the entire Memory En-
able path critical to the place and 
Note the last 3 bits (SUNLOS, SUNAOS and INDEX) 
are status flags; the INDEX flag marks the 'once-per-
rev' encoder mark. The register clock enable is the 
EOPRP signal. EOPRP is generated 1 clock cycle 
before the Phase Reference Pulse (-PPRP) which 
resets the counter. 
A second 16 bit register is used to store two values. The 
first is an 8 bit counter which is reset at every Sample 
8 BIT (LSB) PRP2 REGISTER 
---"1r--.mL_ OMUX.4A 
OMt,;"XS", 
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Conversion time and clocked at 2 MHz. The 2 MHz 
Count Increment (CI) signal is inhibited at the end of 
the Phase Reference interval (EOPRP) to latch the time 
value from the last sample to the next Phase Reference 
Pulse. The counter is restarted after the register is read 
(PRPSTAT1). 
8 BIT (MSB) PRP2 REGISTER 
t 
DMAO PRE DMUX9A 
DMAl DMUX9A 
DMA2 DMUX10A 
DMA3 DMUX11A 
DMA4 DMUX12A 
DMAS DMUX13A 
DMA6 DMUX14A 
DMA7 DMUX15A 
6MHZ 
Interrupt processing requires the CPU to read the two 
Data Correlation registers before the next interrupt (as 
these will be overwritten). The 28 data samples are 
stored in a revolving 256 word buffer and need not be 
read immediately. The data will be overwritten in 
approximately 9 Phase Reference Pulse intervals (-31 
mSec). However, the data is generally read and pro-
cessed before the next interrupt. The two registers are 
sufficient to characterize the entire 28 data sample 
buffer and a memory read is all that is required to 
upload the data. 
By reducing the number of interrupts from 8000/sec to 
288/sec interrupt servicing is reduced by 2700%. This 
frees up at least 20% of the processor's overall through-
put. 
The secondvalueofthe second 16 bit register is an 8 bit SYSTEM DEVELOPMENT ADVANTAGES 
register which latches the value of the DMA address at 
the end of each Phase Reference interval (EOPRP). CPU Throughput 
Two other 16 bit registers are used to time tag other 
events relative to the Phase Reference Pulse (i.e. the 
appearance of the sun in the field of view). The 4 
registers are multiplexed onto the data bus as shown 
below: 
REGISTER DATA MUX 
DMUX~OB 
DMUXlOC 
MXl 
DMUX], 00 _---1 . / 
Note that 4: 1 multiplexer (for each bit) requires only 
one logic cell to implement. Each register is addressed 
by a unique address and is selected and enabled from 
the address decode circuitry. 
Interrupt Generation And Servicing 
The Actel 1020 generates an interrupt signal from the 
Phase Reference Pulse. This occurs at a nominal 3.5 
mSec interval during which 28 samples will have been 
stored. The VME slave module may be used to reset the 
interrupt according to VME protocol if multiple inter-
rupts are used on the same priority level. 
As discussed previously, the time required for the CPU 
to access the data is reduced significantly allowing 
more CPU time to be spent on signal processing and 
control. This is accomplished by delegating the data 
acquisition task from the CPU to the Actel1 020 FPGA, 
which autonomously stores the data in memory and 
generates the appropriate time tags. This reduces the 
number of service interrupts from one for each sample 
to one for each 28 samples and allows the processor to 
access data from memory rather than an I/O device. 
Power And Size Requirements 
The Actel1020 is the only chip added to make the data 
acquisition task autonomous. It is 1.1 inch square for 
the 84 pin PGA package. The required power was 
approximately 300mW using the 6MHz master clock 
and utilizing 90% of the chip's resources. 
If the autonomous data acquisition function had to be 
implemented with discrete digital logic, it would have 
required 45 to 50 logic chips and taken up a full circuit 
board by itself. 
Concurrent Engineering 
By designating use of the Actel 1020 FPGA in the 
design, only the I/O pin assignments need to be defined 
initially for the electrical schematic to be drawn. The 
circuit board layout and design can be done concur-
rently with the Actel program development. 
Mechanical/thermal analysis and design can then be 
done sooner in the development cycle as well. 
7. 
The reprogrammable nature of the device also allows 
for last minute changes of the design after the circuit 
boards are manufactured. Design changes can be made 
and new chips programmed up to the time the chip is 
soldered onto the board. 
Low Cost Parts And Development 
Mil quality parts are available for only a few hundred 
dollars apiece in small quantities. There is no expen-
sive vendor Non-Recurring Engineering (NRE) 
associated with ASICs. All the development work may 
be done on a 386 workstation platform with the Actel 
Action Logic System and development time is low 
compared to custom ASICs. The development system 
comes bundled with View logic schematic capture and 
Viewsim (or some other) logic simulation may be 
added to it for complete development capability. 
In general, the tools were easy to pick up and work 
with. Documentation is good overall, though a little 
light in some areas. The function library is well stocked 
and documented, and Viewlogic's hierarchical design 
permitted the creation of function blocks to partition 
and simplify the design and documentation. Complete 
placement and routing usually took about 20 minutes 
on my 33MHz machine. Programming a part after 
Place and Route takes less than 5 minutes. 
VHDL, the Actel Logic Enhancer and Synthesizer 
Mil-Std 883C Class B. Radiation testing was per-
formed by the Aerospace Corporation with the 
following summary: 
"Single Event Upsets (SEU) and latchup susceptibili-
ties of CMOS Field Programmable Gate arrays (Actel 
ACTlOlOs and ACT1020s) were measured at the 
Lawrence Berkeley Laboratory 88-inch cyclotron fa-
cility with Xe (603MeV), Kr (380 eV), Cu (290 MeV, 
and Ar ( 180 MeV) ion beams. The devices did not 
latchup (at LET> 120, Xe at 60 deg.) and showed a 
high tolerance to SEU. Moreover, the total dose toler-
ant level has been reported to exceed 400k Rad (Si). 
Consequently, these devices may be applicable for use 
in space." The SEU rate was characterized at about 10-
6 upsetlbit-day with an LET threshold for upset at 26 
Me V -crn2/mg and SEU cross section of 1.0E-4cm2/ 
bit. 
The Johns Hopkins University Applied Physics Labo-
ratory also performed radiation testing on the device. 
Their results showed: 
- Functional failure occurring after 500KRad 
Total Dose 
- No latchup occurred at LET=84 Me V -cm2/ 
mg Bromine@60 deg. 
- SEU cross section 2.3E-6 cm2/bit 
LET threshold for upset = 22 Me V -cm2/mg 
(ALES I) and other high level description languages Future Space Applications of the ACTEL 
are now available as well. FPGA 
The only complaint I had about the tools provided was 
the poor ability to control the routing of critical paths. 
Paths could only be declared as either not-critical, 
average, critical, or very critical and the automatic 
placement and routing would output the best overall 
combination of what you told it. You could not specify 
that this path could not carry more than 50nSec of 
propagation delay which would have been nice. Actel 
is currently developing this capability called "Timing 
Driven Placement." 
Qualifications of the ACTEL 1020 FPGA 
Actel FPGAs use an n-well CMOS technology on 10 
micron epitaxial substrate with a 2 micron feature size. 
The antifuse technology used to program the parts is 
non-volatile (devices may be programmed only once) 
and eliminates metalization problems which occur in 
blowing of standard type fuses for programming. 
The Actel FPGA is being processed as a Standard 
Military Drawing #5962-90964 and is screened to 
Barnes Engineering is already designing the Actel 
1020 into its next generation Earth Sensor for small 
satellites. The new sensor uses all analog signal pro-
cessing and the Actel FPGA to correlate the analog 
Earth locator with the digital scan encoder. It outputs a 
serial digital word corresponding to phase and chord of 
the Earth signal as well as flag Sun-on-Horizon for 
each edge. It will also supply a scan speed calibration 
to correct the Phase and Chord information for any 
variations in motor scan speed and optionally provide 
a Radiance correction factor which will allow Phase 
and Chord correction for radiance variations. The 
radiance corrections are done in the Spacecraft Proces-
sor according to a patented algorithm developed by 
Barnes Engineering. 
The Barnes BX -17 50 Space Processor, also developed 
for its Dual Cone Scanner, utilizes the Bendix BX-
1750 single chip microprocessor. The Actel 1020 is 
used on the processor board to do address decoding and 
chip selection, VME Bus Master control, and wait state 
generation. The board achieves a 1.5 MIPS Dais Mix 
8. 
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with floating point throughput at 20MHz. It is Rad 
Hard to lOOK Rad Total Dose Si and is designed with 
fault tolerant features such as a Watchdog Timer, and 
EDACmemory (single bit correct and double bit detect 
Error Detection And Correction). The EDAC function 
is also performed by the Actell020 chip. 
Many other Astro-space companies are also looking 
into applications of this chip for space missions, and I 
have no doubt it will be seen on many payloads in the 
near future. 
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